








Maximum steering precision

The characteristic closed shoulder 
design guarantees exceptionally 
precise steering control

The CS20+ has long set the benchmark for solid tire quality. With the 
advanced Continental Plus compound, the CS20+ reaches an even 
higher level of performance—delivering greater durability and impressive 
mileage. Its distinctive double-L tread with closed shoulders ensures 
precise steering and cornering while effectively reducing vibration. 

The result is superior ride comfort, even under demanding operating conditions. 
Thanks to its low rolling resistance, the CS20+ supports efficient energy use 
without compromising durability. The optimized rubber compound provides 
strong protection against damage and ensures maximum service life. The 
CS20+ is engineered for forklifts, luggage trailers and sideloaders.

Endurance. Precision. Comfort.CS20+

Forklift

Luggage Trailer

Sideloader

ZER
DOWNTIME.
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Excellent cornering stability 

The wide shoulder ribs ensure 
consistent ground contact, high 
cornering stability and minimal 
vibration during driving

Exceptional mileage

Up to 20% higher mileage* 
on abrasive surfaces and 
increased injury resistance. 
High durability thanks to the 
Continental Plus compound

*compared to previous model

“Zero dependency” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

Reduced vibration for 
high comfort. Extended 
mileage and durability 

over the CS20.

DOWNTIME.
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The CSEasy 
adapter around 
the lying rim. The 
adapter fits into 
the SIT groove. No 
tools are required 
for this section.

Place the CSEasy 
tire onto the rim 
using the adapter.

The innovative CSEasy SC20+ ensures maximum independence. Its unique 
adapter system eliminates the need for mounting presses or external 
services. Installation and removal are quick and easy using a standard 
allen key. No other solid tire is easier or more efficient to change.

Compared to conventional solid tires, the adapter provides a more stable fit on the 
rim and prevents slippage, even under extreme operating conditions. The design, 
combined with the Continental Plus compound, ensures that the tire runs cooler 
overall. This significantly extends its service life during continuous operation. 
The CSEasy SC20+ is ideal for use on forklifts and industrial tow tractors.

If no external mounting 
service is available.

CSEasy SC20+

Forklift

Tow Tractor

1 2

ZER

DEPENDENCY.
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The CSEasy SC20+.
Complete independence 
from external mounting 

services. No waiting times. 
No additional costs.

Screw all screws 
into the respective 
holes by hand and 
then tighten them 
crosswise to the 
specified torque.

Tire fitting 
is complete 
– without a 
press, without 
an external 
mounting service.

3 4

“Zero dependency” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

DEPENDENCY.
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Tread wear indicator

The new circumferential tread 
wear indicator provides efficient 
tracking of tire tread depth to 
determine the right time to 
replace tires when they‘re worn

The ContiPT18 features a two-stage solid construction* that ensures 
excellent traction, energy efficiency, and operator comfort. It is optimized 
for intralogistics and warehouse transport systems and performs reliably 
on all indoor and outdoor surfaces, including smooth concrete, asphalt, 
and paved areas. The specially developed rubber compound minimizes 
internal heat build-up, ensuring excellent wear and cut resistance.

This leads to long service life and reduced rolling resistance, even in three-shift, 
highest intensity applications. A pronounced tread pattern ensures strong grip and 
stable lateral force transmission. Integrated tire wear indicators (TWI) allow quick and 
accurate monitoring of tread depth, ensuring optimal maintenance scheduling. This 
increases tire utilization, lowers total cost of ownership, and supports sustainability 
through extended longevity. The ContiPT18 is designed for forklifts and heavy forklifts.

*in robust design

Maximum traction. Maximum capacity.ContiPT18

Forklift

Heavy Forklift

ZER
UNCERTAINTY.
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High traction, load 
stability, and efficiency 

for continuous operation. 
High mileage with optimal 

energy efficiency.

Proven tread pattern

Proven tread pattern featuring 
large individual tread blocks 
and pronounced linear grooves 
ensures excellent traction

Two-stage construction

Maximum performance thanks 
to two-stage construction. An 
intermediate compound for low heat 
generation, combined with a tread 
compound for high wear properties

“Zero uncertainty” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

UNCERTAINTY.
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Maximum tire usage

The new TWI enables efficient tire 
tread depth tracking. It visualizes 
the perfect stage to replace 
the tire when worn down

The MH30 combines two-stage construction* with a large-volume, treadless design 
for maximum mileage and durability. Engineered for both indoor and outdoor use, 
it withstands the toughest multi-shift opertions with minimal wear and energy loss. 

The MH30’s expanded contact area compared to its predecessor distributes 
loads evenly and improves vehicle stability. Its smooth tread ensures quiet, 
low-vibration operation, making it ideal for sensitive working environments and 
long operating hours. The distinctive circumferential tread wear indicator on 
both sidewalls allows easy, visual inspection of remaining tread. This ensures 
full tire utilization, optimized maintenance intervals, and reduced total operating 
costs. The MH30 is constructed for forklifts and all type of industrial trailers.

*in robust design

Maximum performance on 
any surface, anytime.

MH30 STB

Forklift

Low Platform Trailer

Luggage Trailer

ZER
INTERRUPTION.
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Increased mileage performance

The increased wear volume 
compared its predecessor results in 
optimized performance and mileage

Combined characteristics

Maximized performance due to 
two-stage construction. Intermediate 
compound for low heat build-up 
combined with tread compound 
for excellent wear performance

Uninterrupted 
performance and 

maximum efficiency. 
Accurate tread wear 

tracking for extended 
service life.

“Zero interruption” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

INTERRUPTION.
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Forklift

Low Platform Trailer

Luggage Trailer

The MH20 is specifically engineered for heavy-duty industrial vehicles 
and confined operating spaces. Its compact design enables high load 
capacity while maintaining a low overall height, ideal for forklifts and 
transporters operating under restricted clearance conditions. 

The high-performance rubber compound ensures exceptional mileage and resistance 
to cuts, tears, and impact damage. A reinforced carcass construction increases 
rigidity and lateral stability, reducing tipping risk when handling heavy loads or 
performing frequent direction changes. The MH20 combines safety, durability, and 
efficiency in one robust design, ensuring reliable performance even under continuous, 
high-load use. The MH20 is developed for forklifts and low platform trailers.

Safe under extreme loads 
in three-shift operation.

MH20

ZER
WEAKNESS.
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Outstanding load stability 
and reliability. Optimized 
for confined spaces and 

extreme duty cycles.

“Zero weakness” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

WEAKNESS.
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Forklift

Ground Handling

Luggage Trailer

Driving stability with 
exceptional durability.

SC11

The Conti SC11 features a flat, closed tread design optimized 
for steering accuracy, lateral stability, and consistent traction. 
Its low-profile structure ensures reduced rolling resistance 
while maximizing mileage and ride comfort. The SC11’s 
robust rubber compound minimizes heat accumulation 
and provides strong abrasion and cut resistance. 

Its stable tread geometry ensures predictable steering 
and long-term reliability, even in multi-shift and high-
torque operations. A solid choice for electric or internal 
combustion forklifts requiring high stability, the SC11 
guarantees safe, low-maintenance performance over 
years of operation. The SC11 is the right choice for 
forklifts, ground handling vehicles and luggage trailers.

Outstanding load stability 
and reliability. Optimized 
for confined spaces and 

extreme duty cycles.

ZER
WORRIES.
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Ground Handling

Luggage Trailer

“Zero blackmarks” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

The SH12+ stands out with its slick tread, 
closed shoulders, and maximum contact 
patch. Combined with the proven Continental 
Plus compound, it delivers smooth handling, 
minimal vibration, and excellent mileage. 

Its durable compound reduces heat build-up inside 
the tire, ensuring very low rolling resistance and 
energy-efficient performance. Designed specifically 
for indoor use, the SH12+ excels on hard, smooth 
surfaces. The SH12+ is ideally suited for ground 
handling vehicles and luggage trailers.

Minimal vibration. 
Exceptional mileage.

SH12+

Maximum contact area 
for stability and comfort. 
Outstanding mileage and 

damage protection.

ZER

WORRIES. REST.
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Forklift

Tow Tractor

Clean performance. 
Maximum protection.

Clean Tires 
(non-marking)

Clean tires are developed specifically for areas of application that are 
particularly sensitive to dust and dirt. They are characterized by their 
distinctive light-colored rubber compound. This special compound significantly 
reduces visible tire marks, preventing unwanted residues on the floor.

This not only ensures a neat appearance, but also enhances cleanliness 
and safety in demanding production and storage areas. And with zero 
compromises – the tires retain their full performance capabilities.

ZER

BLACKMARKS.
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“Zero blackmarks” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires.

Common applications

	> Automotive

	> Food & Beverage

	> Computers & Electronics

	> Paper

	> Solar Industry

	> Optical & Optoelectronic 
Industry

	> Chemicals & 
Pharmaceuticals

	> Aerospace

Tires available in the clean version

	> SC20

	> CS20

	> CSEasy SC20

	> ContiPT18 

	> MH30

	> MH20

	> SH12

	> MC20

BLACKMARKS.
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Forklift

Luggage Trailer

Maximum safety in
sensitive environments.

Antistatic Tires – 
Conductivity 
< 106 Ω*

Anti-static tires are specifically engineered to provide maximum conductivity 
and enhanced operational safety. An advanced rubber compound minimizes 
the risk of sudden and potentially harmful electrical discharges. When used in 
combination with the appropriate vehicle setup, these specialized tires help establish 
a permanently grounded system, ensuring reliable dissipation of static electricity.

Continental strongly recommends the use of anti-static tires instead of standard 
black tires in applications where the build-up of static charge must be reduced or 
completely prevented. This is particularly important in sensitive environments where 
electrostatic discharge could pose risks to equipment, materials, or personnel.

* Measured according to ISO 16392 / WDK guideline 110

ZER

SPARKS.
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Common applications

	> Computers & Electronics

	> Solar Industry

	> Optical & Optoelectronic Industry

	> Chemicals & Pharmaceuticals

	> Oil & Gas Industry

	> Aerospace

“Zero sparks” refers to the avoidance of typical failure risks and maintenance requirements associated with air-filled tires when used in a vehicle certified according to DIN EN 1755.

SPARKS.
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Dimensions Super Elastics
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4“

3.00 - 4/2.10 M a a a a a b a a a a a

4.00 - 4/2.50 M a a a a a a b a a a a

6”

140/55-6 /4.50 M/S a a a a a a a a b a a

8”

4.00 - 8/3.00 S b a a a a a a a a a a

SIT b b a a a a a a a a a

15 X 4 1/2 - 8/3.00 S a a a a a a a b a a a

SIT a a a a a a a b a a a

125/75 - 8/3.00 S b a b a a a a a a b a

SIT b b a b a a a a a b a

5.00 - 8/3.00 S b a b a a a a a a b a

SIT b a a a a a a a a b a

150/75 - 8/4.33 16 × 6-8 S b a b a a a a a a b a

SIT b b a a a a a a a b a

180/70 - 8/4.33 18 × 7-8 S b a b b b a a a a b a

SIT b b a b a a a a a b a

9”

140/55 - 9/4.00 SIT b b a a a a a b a b a

6.00 - 9/4.00 S b a b a a a a a a b a

SIT b b a a a a a b a b a

200/75 - 9/6.00 21 × 8-9 S b a b a a a a b a b a

SIT b a a a a a a a a b a

10”

6.50 - 10/5.00 S b a b a a a a a a b a

SIT b b a a a a a a a b a

180/60 - 10/5.00 S a a b a a a a a a a a

SIT b b a b a a a a a a a

200/50 - 10/6.50 S a a a a a a a a a a a

SIT b b a b a a a a a a a

225/75 - 10/6.50 23 × 9-10 S b a b a a a a a a b a

SIT b b a a a a a a a b a

12”

7.00 - 12/5.00 S b a b a a a a a a b a

SIT b b a a a a a a a b a

250/60 - 12/8.00 23 × 10-12 S a a b a a a a a a b a

SIT b b a a a a a a a b a

250/75 - 12/8.00 27 × 10-12 S b a b a a a a a a b a

SIT b b a b a a a a a b a

315/45 - 12/10.00 23 × 12-12 S a a a a a a a a a a a

SIT b b a a a a a a a b a

23 × 5/3.75 SIT b a a a a a a a a a a

b	 Available
Various sizes are also available in clean and conductive versions. 
Your sales representative will be happy to advise you.
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13“

160/90 - 13/3.75 S a a a a a a b a a a a

SIT a a a a a a b a a a a

160/95 - 13/3.75 SIT a a a a a a b a a a a

15”

7.00 - 15/5.50 S b a a a a a a a b a a

SIT b a a a a a a a b a a

7.00 - 15/6.00 S a a a a a a a a b a a

7.50 - 15/6.50 S b a a a a a a a b a a

SIT b a a a a a a a a a a

8.25 - 15/6.50 S b a a a a a a a b a a

SIT b b a b a a a a b a a

225/75 - 15/7.00 28 × 9-15 S b a a a a a a a b a a

SIT b b a a a a a a b a a

250/70 - 15/7.00 S b a a a a a a a b a a

SIT b b a a a a a a b a a

250/70 - 15/7.50 S b a a a a a a a b a a

SIT b a a b a a a a b a a

300 - 15/8.00 S a a a b a a a a a a a

315/70 - 15/8.00 S b a a a a a a a b a a

SIT b b a b a a a a b a a

355/50 - 20/10.00 S b a a a a a a a b a a

SIT b b a b a a a a b a a

16”

7.50 - 16/6.00 7.00-16 S a a a a a a a a b a a

20”

8.25 - 20/6.50 S b a a a a a a a a a a

SIT b a a a a a a a a a a

9.00 - 20/7.00 S a a a a a a a a b a a

10.00 - 20/7.50 S b a a a a a a a b b a

10.00 - 20/8.00 S b a a a a a a a b b a

SIT b a a a a a a a a a a

12.00 - 20/8.00 S b a a b a a a a b a a

12.00 - 20/8.50 S b a a a a a a a b a a

SIT b a a a a a a a a a a

12.00 - 20/10.00 S b a a b a a a a b a a

355/50 - 20/10.00 S a a a b a a a a a a a

SIT b a a b a a a a a a a

24”

12.00 - 24/8.50 S b a a a a a a a b a a

12.00 - 24/10.00 S b a a a a a a a a a a

14.00 - 24/10.00 S b a a a a a a a b a a
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Dimensions Press on Bands
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65 mm

105/45 - 65 Z b a a a

75 mm

125/50 - 75 Z b a a a

KM15 b a a a

100 mm

150/50 - 100 Z b a a a

KM15 b a a a

160/50 - 100 Z b a a a

KM15 b a a a

170/75 - 100 Z b a b a

200/75 - 100 Z b a a a

KM15 b a a a

105 mm

200/85 - 105 Z b a a a

KM15 b a a a

120 mm

180/50 - 120 STB b b a a

Z b a a a

KM15 b a a a

230/75 - 120 Z b a a a

140 mm

200/50 - 140 Z b a a a

STB b b a a

KM15 b a a a

250/75 - 140 STB b b a a

Z b a a a

KM15 b a a a

250/100 - 140 Z b a a a

250/130 - 140 STB b b a a

Z b a a a

150 mm

200/60 - 150 Z b a a a

160 mm

265/160 - 160 STB b a a a

Z b a a a

165 mm

254/102 - 165 10 × 4 × 6½ STB b b a a

254/127 - 165 10 × 5 × 6½ STB b b a b

267/127 - 165 10½ × 5 × 6½ STB b a a a

170 mm

230/50 - 170 STB b b a a

Z b a a a

KM15 b a a a

250/60 - 170 Z b a a a

KM15 b a a a

260/60 - 170 Z b a a a

KM15 b a a a

230/75 - 170 STB b b a a

250/75 - 170 Z b a a a

280/75 - 170 Z b a a a

KM15 b a a a

b	 Available
Various sizes are also available in clean and conductive versions. 
Your sales representative will be happy to advise you.
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250/80 - 170 STB b b a a

Z b a a a

300/85 - 170 Z b a a a

310/100 - 170 Z b a a a

250/105 - 170 STB b a a a

270/105 - 170 Z b a a a

260/85 - 170 STB a a a b

190 mm

250/50 - 190 Z b a a a

KM15 b a a a

250/60 - 190 STB b b a a

Z b a a a

280/60 - 190 STB b b a a

Z b a a a

250/85 - 190 STB b a a a

200 mm

310/75 - 200 KM15 b a a a

310/120 - 200 KS15/6 b a a a

310/140 - 200 KS15/6 b a a a

203 mm

300/90 - 203 Z b a a a

300/100 - 203 STB b b a a

Z b a a a

KM8 b a a a

305/114 - 203 12 × 4½ × 8 STB b b a a

330/114 - 203 12 × 4½ × 8 STB b a a a

356/114 - 203 14 × 4½ × 8 STB b b b a

330/127 - 203 13 × 5 × 8 STB a a b a

343/140 - 203 13½ × 5½ × 8 STB b b b a

KS15/6 b a a a

220 mm

280/50 - 220 STB b b a a

Z b a a a

300/50 - 220 KM15 b a a a

310/60 - 220 Z b a a a

280/75 - 220 Z b a a a

KM10 b a a a

285/75 - 220 STB b b a a

300/75 - 220 Z b a a a

KM10 b a a a

310/120 - 220 Z b a a a

254 mm

356/127 - 254 14 × 5 × 10 STB b b a a

394/152 - 254 15½ × 6 × 10 STB a a a b

267 mm

406/127 - 267 16 × 5 × 10½ STB b b a b

KS15/6 b a a a

406/152 - 267 16 × 6 × 10½ STB b b a b

KS15/6 b a a a

406/178 - 267 16 × 7 × 10½ STB b b a a

KS15/6 b a a a
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270 mm

360/60 - 270 STB b b a a

Z b a a a

KM15 b a a a

360/75 - 270 Z b a a a

KM15 b a a a

360/85 - 270 STB b b a a

Z b a a a

KM15 b a a a

286 mm

381/127 - 286 15 × 5 × 11¼ STB b b a b

413/127 - 286 16¼ × 5 × 11¼ STB b b b b

413/152 - 286 16¼ × 6 × 11¼ STB b b a b

413/178 - 286 16¼ × 7 × 11¼ STB b b a b

300 mm

450/120 - 300 STB b b a a

305 mm

400/65 - 305 Z b a a a

405/65 - 305 STB b b a a

400/75 - 305 Z b a a a

KM15 b a a a

415/75 - 305 STB b b a a

415/90 - 305 STB b b a a

Z b a a a

415/100 - 305 STB b b a a

Z b a a a

KM8 b a a a

455/100 - 305 Z b a a a

405/130 - 305 STB b b a a

Z b a a a

425/150 - 305 Z b a a a

STB b b a a

405/260 - 305 STB b b a a

425/260 - 305 STB b b a a

425/300 - 305 STB b b a a

450/300 - 305 STB b b a a

308 mm

457/127 - 308 18 × 5 × 12⅛ STB b b b a

457/152 - 308 18 × 6 × 12⅛ STB b b b b

457/178 - 308 18 × 7 × 12⅛ STB b b b b

KS15/6 b a a a

457/203 - 308 18 × 8 × 12⅛ STB b b a b

457/229 - 308 18 × 9 × 12⅛ STB b b a b

330 mm

533/229 - 330 21 × 9 × 13 KS15/8 b a a a

370 mm

500/85 - 370 Z b a a a

520/100 - 370 STB b b a a

Z b a a a

525/120 - 370 Z b a a a

500/320 - 370 STB b a a a

500/360 - 370 STB b a a a

500/420 - 370 STB b a a a

Dimensions Press on Bands

b	 Available
Various sizes are also available in clean and conductive versions. 
Your sales representative will be happy to advise you.
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381 mm

533/127 - 381 21 × 5 × 15 STB b a a a

533/152 - 381 21 × 6 × 15 STB a a b a

533/178 - 381 21 × 7 × 15 STB b b a b

533/203 - 381 21 × 8 × 15 STB b b b b

533/229 - 381 21 × 9 × 15 STB b b a b

406 mm

559/152 - 406 22 × 6 × 16 STB b b a a

559/203 - 406 22 × 8 × 16 STB b b a b

559/229 - 406 22 × 9 × 16 STB b b a b

559/254 - 406 22 × 10 × 16 STB b b b a

559/305 - 406 22 × 12 × 16 STB b b a b

559/356 - 406 22 × 14 × 16 STB b b a a

559/406 - 406 22 × 16 × 16 STB b b a a

410 mm

500/65 - 410 Z b a a a

STB b a a a

560/100 - 410 STB b b a a

Z b a a a

550/120 - 410 Z b a a a

KM8 b a a a

590/120 - 410 Z b a a a

610/150 - 410 STB b b a a

Z b a a a

550/160 - 410 STB b b a a

Z b a a a

540/200 - 410 Z b a a a

620/200 - 410 STB b b a a

Z b a a a

645/250 - 410 Z b a a a

STB b b a a

645/300 - 410 STB b b a a

180 mm

645/200 - 480 STB b a a a

KS15/8 a a b a

645/250 - 480 STB b b a a

620/420 - 480 STB b b a a

500 mm

760/250 - 500 STB b b a a

559 mm

711/254 - 559 28 × 10 × 22 STB b b a a

711/305 - 559 28 × 12 × 22 STB b b a b

711/356 - 559 28 × 14 × 22 STB b b a a

840/356 - 559 STB b b a a

711/406 - 559 28 × 16 × 22 STB b b a a

840/406 - 559 STB b b a a

840/500 - 559 STB b b a a

640 mm

750/75 - 640 Z b a a a

670 mm

920/250 - 670 STB b b a a

920/400 - 670 STB b b a a

762 mm

1016/406 - 762 40 × 16 × 30 STB b b a a
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Continental Reifen Deutschland GmbH

Commercial Specialty Tires 
Continental-Plaza 1, 30373 Hannover 
T. +49 511 938-01 
mail_service@conti.de 
www.continental-tires.com/products/material-handling/solid-tires/
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