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Fuel-Efficient Steer
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10% improvement in 
decoupler durability,             
an essential benefit for products 
in the steer/all-position category 
to extend tire life.

Tread profile                       
reduces sensitivity to road surface, 
fleet, and vehicle variations 
allowing for improved performance 
throughout tire life.

Improved 
footprint shape                      
delivers significant wear 
improvements for increased 
removal miles.

 GOODS     PEOPLE     CONSTRUCTION
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Key Features

3G Casing SmartWay® Verified

Long Haul Steer

Recommended Application

Michelin: X Line Energy Z, X Line Energy Z+ 
Bridgestone: R213 Ecopia, R283 Ecopia 
Goodyear: Endurance LHS

Compares to

Conti EcoPlus HS3+
Fuel-Efficient Steer
Conti EcoPlus HS3+ has a 27% improvement in removal mileage 
with even wear over its predecessor, Conti EcoPlus HS3.

10% improvement in decoupler durability, an essential benefit  
for products in the steer/all-position category to extend tire life.

Technologically advanced cap/base compounds provide 
improved cut and tear resistance for increased mileage.

Tread profile reduces sensitivity to road surface, fleet and vehicle 
variations allowing for improved performance throughout tire life.

Improved footprint shape delivers significant wear improvements 
for increased removal miles.

Built on the innovative Continental 3G Casing for maximum 
retreadability.

285/75R24.5 H 05126180000
05653350000 19 75 19.3 490 41.5 1054 11.4 289 12.9 328 8.25 12.5 318 499 310 122 55 6780, 120 6175, 120

(3075, 830) (2800, 830)

11R24.5 H 05126170000
05653340000 19 75 20.4 518 43.8 1113 11.7 297 13.1 333 8.25, 7.250 12.5 318 473 294 130 59 7160, 120 6610, 120

(3250, 830) (3000, 830)

295/75R22.5 H 05126160000
05653330000

19 75 18.7 475 39.9 1013 11.4 290 12.3 312 8.25, 9.00 12.5 318 519 322 117 53 7160, 123 6610, 123
(3250, 850) (3000, 850)

295/75R22.5 G 05126150000
05653320000 19 75 18.7 475 39.9 1013 11.4 290 12.3 312 8.25, 9.00 12.5 318 519 322 114 52 6175, 110 5675, 110

(2800, 760) (2575, 760)

11R22.5 H
05126140000
05653310000 19 75 19.5 495 41.8 1062 11.7 296 13.1 331 8.25, 7.50 12.5 318 495 308 121 55 6610, 120 6005, 120

(3000, 830) (2725, 830)
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Product Data — Conti EcoPlus HS3+

11R22.5 G 05126130000
05653300000 19 75 19.5 495 41.8 1062 11.7 296 13.1 331 8.25, 7.50 12.5 318 495 308 119 54 6175, 105 5840, 105

(2800, 720) (2650, 720)

TUBELESS TIRES ON  15 DEGREE  DROP CENTER RIMS

Note: Rim listed first is the measuring rim. Minimum Dual Spacing calculated without chains. These specifications subject to change without notice. # - Exceeding the lawful speed 
limit is neither recommended nor endorsed. Overall widths will change 0.1 inch (2.5 mm) for each 1/4 inch change in rim width. Minimum dual spacing should be adjusted accordingly. 

Continental Tire the Americas, LLC reserves the right to change product specifications at any time without notice or obligations. Please consult rim manufacturers load and inflation 
limits. Never exceed rim manufacturers limits without permission of component manufacturer.
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