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The Future in Motion

Conti HDR 5

New open-shoulder
tread design.

New tread
compound

delivers improved rolling
resistance and durability.

3D matrix siping
for improved traction and
wear over life of tire.

3PMSF
Designation

@

Mud + Snow
Designation
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Conti HDR 5
19.5" Drive

Tread compound designed for improved rolling

resistance and tread durability.

Open-shoulder tread design and 3-D matrix siping

for improved traction and handling.

16/32" tread pattern designed to deliver
improved mileage and handling performance.
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Different tread compound that delivers improved
rolling resistance and mileage compared to the

predecessor, Conti Hybrid HD3.

Newly redesigned sidewall is durable in high
scrub environments to support multiple

retread lives.

Key Features
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3PMSF Designation Mud + Snow Designation

Recommended Application

Regional / Over-the-Highway

Compares to

Michelin: XDS 2

Bridgestone: M729F

Goodyear: Fuel Max RTD ULT

Product Data — Conti HDR 5 (19.5")

0 ww

Retread Available EV Compatible
(245 WIDTH ONLY)

Michelin: Agilis HD Z
Bridgestone: R238
Goodyear: Fuel Max RSA ULT, Range Max RSA ULT
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Static Overall Overall Loaded Minimum " Max. Load @ Inflation
) Tread | Max | Loaded Inflated Inflated Section | 5 d Dual Revs Tire -

Load Article Depth | Speed | Radius Diameter Width Width pprove Spacing Per Unit Weight Single Dual

TireSize |Range Number (32nds) | (MPH) Rim(s) LBS, PSI LBS, PSI

N [ vvM | N [ MM | N [ Mm | N | MM N | MM | M | kM | 1B | kG e et
225/70r195 | G | 922238200901 46 87 | 151|383 | 320|814 | 86 | 219 | 93 | 236 | 600,675 | 100 | 254 | 646 | 401 | 61 | 28 | 3970110 3750110
EgeRies| |2 s 87 | 151|384 | 320|814 | 86 | 218 | 93 | 236 675+ | 100 | 254 | 646 | 401 | 63 | 29 | 4129120 | 3970120
245/70R195 | G | 022289200001 5 81 | 156 | 396 | 333 | 845 | 96 | 244 | 103 | 263 | 675,750 | 106 | 269 | 622 | 387 | 82 | 37 | 455G 10| 4590110
245/70R195 | H | §2328930050 | 20 81 | 157|398 | 333|845 | 99 | 253 | 107 | 271 | 750,675 | 110 | 279 | 622 | 387 | 82 | 37 |4940.123 4675 123

TUBELESS TIRES ON 15 DEGREE DROP CENTER RIMS
*ONLY APPROVED RIM SIZE

B STANDARD ARTICLE

Note: Rim listed first is the measuring rim. Minimum Dual Spacing calculated without chains. These specifications subject to change without notice. # - Exceeding the lawful speed limit
is neither recommended nor endorsed. Overall widths will change 0.1 inch (2.5 mm) for each 1/4 inch change in rim width. Minimum dual spacing should be adjusted accordingly.
Continental Tire the Americas, LLC reserves the right to change product specifications at any time without notice or obligations. Please consult rim manufacturers load and inflation

limits. Never exceed rim manufacturers limits without permission of component manufacturer.
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