
Conti HSL 3
Fuel-Efficient, Super Regional Steer

Fuel-efficiency
and application flexibility 
with unique fuel saving edge 
technology.
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Advanced tread 
compounding                  
delivers long removal mileage and 
low rolling resistance.

 GOODS        PEOPLE     CONSTRUCTION



Conti HSL 3
Fuel-Efficient, Super Regional Steer
Increased stiffness in the belt package promotes smooth,  
even tread wear.

Advanced tread compounding delivers long removal   
mileage and low rolling resistance.

Fuel-efficiency and application flexibility with unique fuel 
saving edge technology.

Built on the Continental 3G Casing for maximum retreadability.

Super Regional

Michelin: X Multi Energy Z2
Bridgestone: R283S Ecopia
Goodyear: Fuel Max RSA
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3G Casing SmartWay® Verified

Key Features

Recommended Application

Compares to

295/75R22.5 H 05111590000
05652680000 20 75 18.7 474 40.0 1017 11.5 292 12.3 313 8.25, 9.00 12.5 318 517 321 114 52 7160, 123 6610, 123

(3250, 850) (3000, 850)

295/75R22.5 G 05111580000
05652670000 20 75 18.7 474 40.0 1017 11.5 292 12.3 313 8.25, 9.00 12.5 318 517 321 111 50 6175, 110 5675, 110

(2800, 760) (2575, 760)
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Product Data — Conti HSL 3

11R22.5 H 05111570000
05652660000 20 75 19.5 495 41.6 1056 11.7 297 13.1 331 8.25, 7.50 12.5 318 498 309 120 54 6610, 120 6005, 120

(3000, 830) (2725, 830)

TUBELESS TIRES ON  15 DEGREE  DROP CENTER RIMS

Note: Rim listed first is the measuring rim. Minimum Dual Spacing calculated without chains. These specifications subject to change without notice. # - Exceeding the lawful speed 
limit is neither recommended nor endorsed. Overall widths will change 0.1 inch (2.5 mm) for each 1/4 inch change in rim width. Minimum dual spacing should be adjusted accordingly. 

Continental Tire the Americas, LLC reserves the right to change product specifications at any time without notice or obligations. Please consult rim manufacturers load and inflation limits. 
Never exceed rim manufacturers limits without permission of component manufacturer.
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