
HDR2+
Drive

Optimized contour and

balanced footprint 
distribution
for extended tread life and 
product performance.
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Chambered tread 
block geometry
to withstand higher drive axle 
torque with reduced drive 
tire wear conditions such as 
tearing and cracking.

 GOODS     PEOPLE     CONSTRUCTION



Michelin: X Multi D, X Multi D+
Bridgestone: M770
Goodyear: G182 RSD
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HDR2+  
Drive
Improved cap/base tread compounds for improved wear 
performance, wet traction and cut/chip/chunk performance.

Optimized contour and balanced footprint distribution 
for extended tread life and product performance.

Chambered tread block geometry to withstand higher 
drive axle torque with reduced drive tire wear conditions 
such as tearing and cracking.

Built on the Continental 3G Casing for  
maximum retreadability.

Regional

Recommended Application

Compares to

Retread Available3G Casing

Key Features

Product Data – HDR2+

Tire Size Load 
Range

Article
Number

Tread
Depth
(32nds)

Max
Speed

(MPH)

Static 
Loaded 
Radius

Overall 
Inflated 

Diameter

Overall 
Inflated 

Width

Loaded  
Section 
Width Approved

Rim(s) 

Minimum 
Dual  

Spacing

Revs  
Per Unit Tire Weight

Max. Load @ Inflation

Single Dual

IN MM IN MM IN MM IN MM IN MM MI KM LB KG LBS, PSI
(KG, KPa)

LBS, PSI
(KG, KPa)

*10R22.5 G 05224330000 
05653430000 24 75 19.0 483 40.4 1026 10.0 295 11.0 278 7.50,

6.75, 8.25 11.4 290 513 318 103 47 5675, 115
(2575, 790)

5355, 115
(2430, 790)

11R22.5 G 05224340000 
05653360000 30 75 19.8 502 42.2 1071 11.6 295 13.0 330 8.25, 7.50 12.5 318 491 305 129 59 6175, 105

(2800, 720)
5840, 105
(2650, 720)

11R22.5 H 05224350000 
05653370000 30 75 19.8 502 42.2 1071 11.6 295 13.0 333 8.25, 7.50 12.5 348 491 305 132 60 6610, 120

(3000, 830)
6005, 120
(2725, 830)

12R22.5 H 05224360000 
05653420000 30 75 20.3 515 43.2 1098 11.9 301 13.2 335 9.00, 8.25 13.5 343 479 297 149 68 7390, 120

(3350, 830)
6780, 120
(3075, 830)

295/75R22.5 G 05224370000 
05653390000 30 75 19.0 483 40.7 1034 11.5 292 12.9 328 8.25, 9.00 12.5 318 509 316 124 56 6175, 110

(2800, 760)
5675, 110
(2575, 760)

295/75R22.5 H 05224380000 
05653400000 30 75 19.0 483 40.7 1034 11.5 292 12.9 328 8.25, 9.00 12.5 318 509 316 126 57 6610, 120

(3000, 830)
6005, 120
(2725, 830)

11R24.5 H 05224390000 
05653380000 30 75 20.6 524 44.2 1123 11.6 295 13.0 330 8.25, 7.50 12.5 318 468 291 141 64 7160, 120

(3250, 830)
6610, 120
(3000, 830)

TUBELESS TIRES ON  15 DEGREE  DROP CENTER RIMS

Note: Rim listed first is the measuring rim. Minimum Dual Spacing calculated without chains. These specifications subject to change without notice. # - Exceeding the lawful speed limit is 
neither recommended nor endorsed. Overall widths will change 0.1 inch (2.5 mm) for each 1/4 inch change in rim width. Minimum dual spacing should be adjusted accordingly.  

Continental Tire the Americas, LLC reserves the right to change product specifications at any time without notice or obligations. Please consult rim manufacturers load and inflation limits. 
Never exceed rim manufacturers limits without permission of component manufacturer. *10R22.5 is a 4 rib pattern for the HDR2+ tire.
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